Docusign Envelope ID: 9BF21800-BF54-4C41-AF41-7485952717B6
Committee of Adjustment

. ’ Planning & Building Services Department
* L1111 225 East Beaver Creek Road, 4™ Floor
\Limo L Richmond Hill, ON  L4B 3P4

Phone: 905-771-2443
Email: committeeofadjustment@richmondhill.ca

Notice of Decision — Minor Variance Application
Section 45 of the Planning Act, R.S.0. 1990, c.P.13, as amended

Hearing Date & Time: Thursday, February 19, 2026 at 7:00 PM

Location: 225_East Beaver Cre_ek Road, 4_th Floor
(Main Boardroom), Richmond Hill

City File Number: MV-25-0062

Property (Subject Land): 11650 Leslie Street

Owner: Frank Carafano

Related Applications: N/A

The Request:
The following relief to Zoning By-law 128-04, as amended, and Zoning By-law 93-25, as amended, is
requested to legalize an existing detached garage:

By-law Proposed Deficiency

Requirement
Maximum Gross Floor | 40 sg. m. (430.55 111.48 sq. m. (1,199.96 71.48 sq. m. (769.41
Area of a Detached sq. ft.) sq. ft.) sq. ft.)
Garage
Maximum Height of a 4.2 m 6.73m 2.53m
Detached Garage (13.78 ft.) (22.08 ft.) (8.30 ft.)
Maximum
Development 40% 43.2 % 3.2%
Envelope

The Committee of Adjustment considered the written submissions relating to the application
made to the Committee before its decision and oral submissions relating to the application
made at the hearing. Having regard to the requirements of Section 45 of the Planning Act,
R.S.0. 1990, c. P. 13, as amended. In so doing, IT WAS THE DECISION OF THE COMMITTEE OF
ADJUSTMENT THAT:

The Minor Variance Application be approved.

Subject to the following conditions:

1. That the variances pertain only to the request as submitted with the application.
2. That development be substantially in accordance with the sketch submitted with the
application as required by Ontario Regulation 200/96, as amended, Section 5.25.

For the following reasons:

1. The general intent and purpose of the by-law will be maintained.

2. The general intent and purpose of the official plan will be maintained.

3. The requested variance(s) is/are desirable for the appropriate development of the subject lands.
4. The requested variance(s) is/are minor in nature.

Written & Oral Submissions Were Received From The Following:

Written Submissions Oral Submissions
* Public Correspondence & Staff/Agency Comments

Jim Kotsopoulos - Agent
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Signed By All Members Present Who Concur In This Decision:
DocuSigned by: ,—Signed by:
Mustafa Mastor AEe
Chairman M. Master Member — C. DiRezze
,—Signed by:
OPPOSED Dum, At
\— BAFEF971225C4EQ...
Member — N. Kelbas Member — D. Gossi
OPPOSED
Member — S. Payne
Date of Hearing: February 19, 2026
Date of Notice: February 24, 2026

Last Day for Appeal: March 11, 2026
*please note that appeals must be received by this
office no later than 4:30 p.m. on the last day of appeal.
Certification:

| hereby certify that this is a true copy of the decision of
the city of Richmond Hill Committee of Adjustment and
this decision was concurred in by a majority of the
members who heard the application.

S1OBE I 27AFSFAF—

Courtney Cullum
Secretary-Treasurer
Committee of Adjustment

Appealing to the Ontario Land Tribunal
The Planning Act, R.S.O. 1990, as amended, Section 45(12)

No one other than the applicant, the municipality, certain public bodies, and the Minister will be allowed to appeal
municipal decisions to the Tribunal within 20 days of the making of the decision. An appeal to the Ontario Land
Tribunal against the decision must be filled with the Secretary-Treasurer of the committee. A notice of
appeal setting out the objection to the decision and the reasons in support of the objection accompanied by
payment to the secretary-treasurer of the fee prescribed by the Ontario Land Tribunal under the Ontario
Municipal Board Act as payable on an appeal from a Committee of Adjustment to the Board.

When no appeal is lodged within 20 days of the date of the making of the decision, the decision becomes final
and binding and notice to that effect will be issued by the Secretary-Treasurer.

Appeal fees & forms
Ontario Land Tribunal: As of July 1, 2020, the appeal fee is $400 plus $25 for each additional consent/variance

appeal filed by the same appellant against connected applications. Notice of appeal forms (Appellant Form Al —
Minor Variance) can be obtained at www.olt.gov.on.ca.

City of Richmond Hill Tribunal Processing Fee: *$183.00 per application

*Please note that all fees are subject to change.

For further information please contact the
Secretary-Treasurer, Committee of Adjustment weekdays from 8:30 am to 4:30 pm
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VERIFY ALL DIMENSION ON SITE AND

REPORT ANY DISCREPANCY BEFORE
PRECEDING WITH THE WORK.
DRAWINGS NOT TO BE SCALED.
DRAWINGS / SPECIFICATIONS ARE
THE PROPERTY OF THE DESIGNER
AND ARE NOT TO BE COPIED OR
USED FOR OTHER PROJECTS.

NOTE: DRAWINGS TO BE RETURNED ON

CONTRACTORS ENGINEER TO CHECK AND VERIFY ALL STRUCTURAL COMPLETION.

ELEMENTS AND REPORT ANY DISCREPANCIES TO THE DESIGNER.

design group

removed wash room

_designhaus

410-7811 Yonge Street A g;%@&'

Thornhill, On. L3T 4S3

(416) 564-7789

RenaissancE"

Building Code to be a designer.

design and meets the Requirements set out in the Ontario

JAMES DUNDAS 27621

NAME BCIN #
designhous Studios Ltd.

FIRM NAME 101264

BCIN #
QUALIFICATION INFORMATION
Required unless design is exempt under
3.2.4.0r3.2.5. of the OBC 2012
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ENGINEERING OUTLINE

NOTE:

ENGINEERING NOTES TAKE
PRECEDENCE OVER GENERAL
CONSTRUCTION NOTES

GENERAL NOTES
ALL CONSTRUCTION TO CONFORM TO THE

ONTARIO BUILDING CODE 2012.
DRAWINGS MUST NOT BE SCALED.

=

IT SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR OF BUILDER TO CHECK AND
VERIFY ALL DIMENSION AND CHECK ALL
JOB CONDITIONS ON THE JOB SITE BEFORE
PROCEEDING WITH THE WORK.

MAKE ALL FIELD MEASUREMENT REQUIRED
FOR FABRICATION.

DESIGNER AND ENGINEER TO BE NOTIFIED PROMPTLY
OF ANY DISCREPANCIES BEFORE PLACEMENT
OF MATERIALS AND UNITS FOR CONSTRUCTION.

()

FAILURE TO OBSERVE THESE CONDITIONS WHICH
MAY REQUIRE EXPENSIVE REMEDIAL ACTION
SHALL NOT BE THE RESPONSIBILITY OF OR COST
TO THE DESIGNER.

CONCRETE MATERIAL TO CONFORM WITH
CSA A23.1 AND A23.3

REINFORCEMENT BARS TO BE GRADE 400 MPA
AND CONFORM TO G30.12

ALL CONCRETE ABOVE GRADE TO CLASS C -2
UNLESS OTHER WISE NOTED

ALL WOOO0OD BEAM TO BEAM CONNECTORS BY
TRUS-JOIST OR APPROVED EQUAL.

& O@ @ ® ®

FOUNDATION PLAN NOTES

ALL NEW FOOTINGS ON UNDISTURBED NATURAL SOIL
CAPABLE OF SAFLEY SUSTAINING 2500 PSF.

PROVIDE 4’-0" MINIMUM FROST PROTEDTION TO ALL
FOOTINGS EXPOSED TO FREEZING

CONFIRM SOIL CAPACITY AS NOTED AND PROVIDE
CONSULTANT SOIL REPORT

CONCRETE SLABS
SOG - 4" THK SLAB ON GRADE
REINF. - WWM6X6 PLACE 1" FROM TOP

OO CECORORG)

A R CEACECRRC)

ROOF FRAMING PLAN NOTES:
DESIGN LOAD (unfactored)

- EXTERIOR GRADE)

WOOD TRUSSES (BY OTHERS)

BEAM PLIES (TYPICAL UNO)

WALL OR NEW BEAM

WOOD WALLS

WOOD FRAMING MEMBER LEGEND

-BMO1 - 2-13/4"X 117/8" LVL (2.0E)

ROOF : SNOW = 26PSF, DEAD = 10 PSF
CEILING : LIVELOAD =10 PSF, DEAD LOAD =7 PSF

WOOD DECK - 5/8" T&G PLYWOOD (SPF #2

WOOD COLUMNS TO BE 2 X 6 (SPF # 2) AND MATCH

ALL COLUMNS TO EXTEND TO TOP OF FOUNDATIOM

TYPICAL -2X 6 @ 16:" WOOD STUD WALL (SPF # 2)
+1-2X6BOTTOM PLATE and 2 -
+2 X 6 SOLID BRIDGING AT MIDSPAN (TYP. UNO)

2X 6 TOPPLATE
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ROOF PLAN Note: Roofing contractor may add or relocate
g%%f ‘;:itslgﬁ ;02"39 1“39?19"“ in accordance with rain water leaders as dictated by site conditions.
Provide solid bearing directly under girder trusses Roof vents to be located _as requwed and in
equal the number of plies. accordance to OBC Section 9.19. Not to Scale

SPECIFICATIONS OUTLINE

ALL CONSTRUCTION, MATERIALS AND MANUFACTURED ITEMS TO
CONFORM TO THE ONTARIO BUILDING CODE 2012.

APPLICABLE STANDARDS REFERENCED BY THE CODE AND ALL
AUTHORITIES HAVING JURISDICTION OVER THE WORK. ALL SUB
CONTRACTORS ARE RESPONSIBLE FOR PERMITS PERTAINING TO
THEIR WORK. NOTES ON THE DRAWINGS TAKE PRECEDENCE.

EOOTING

1. FOOTING TO BE MIN. 6" (150mm) THICK 15 MPa (2200PSI) CONCRETE
AT 28 DAYS. FOOTINGS TO REST ON NATURAL UNDISTURBED SOIL
MINIMUM 40" (1.200mm) BELOW GRADE. SOIL BEARING PRESSURE
SHALL BE MIN. 150 KpA, TO 9.4.4.1 0.B.C. CONCRETE FOOTING ARE TO
BE KEYED WITH A MIN. 4" (100mm) PROJECTION EACH SIDE FOR SINGLE
STORY AND 6" (150mm) PROJECTION FOR TWO STORY.

2. STEP FOOTINGS TO HAVE A MINIMUM HORIZONTAL RUN OF NOT LESS
THAN 2' 0" (600mm) AND A MAXIMUM VERTICAL RISE OF NOT MORE THAT
2' 0" (00mm).

3. PROVIDE 4" (100mm) DIA. P.V.C. PERFORATED WEEPING TILE ON

MIN. 6" (150mm) CRUSHED STONE BED ON ALL SIDES.

BRICK VENEER CONST.

1. 3 1/2" (90mm) FACE BRICK WITH 3/8" (.95mm) DIAMETER
WEEP HOLES AT 32" (800mm) 0/C AT STARTER COURSE AND
ABOVE WINDOWS AND DOORS WITH BASE FLASHING TO BE
CARRIED MIN. 6" (150mm) UP THE WALL BEHIND THE SHTG.
PAPER AND 1" x 7" (25 x 180mm) X 22 GA. GAL. METAL TIES AT
16" (400mm) HORIZONTAL AND 24" (600mm) VERTICAL.

2. 15 LB (.7 kg/s.m.) BUILDING PAPER WITH OVERLAPPED
LAYERS ON 1/4" (.635mm) OR 1/2" (12.7mm) EXTERIOR TYPE
SHEATHING ON 2 x 6 (38 x 140) STUDS AT 16" (400mm) o/c
FILLED WITH R-22 (rsi 3.87) BATT INSULATION OR 2 x 4

(38 x 89) STUDS AT 16" (400mm) o/c WITH BATT INSULATION
AND INSULATING EXTERIOR SHEATHING TOTALING

R-22 (rsi 3.87), 6 MIL. POLY AIR/VAPOUR BARRIER (OBC 9.25.3)
AND 1/2" (12.7mm) DRYWALL TAPED AND SANDED.

@ FRAME CONSTRUCTION

1. WOOD OR ALUMINUM SIDING (SEE ELEVATION) ON 15 LB

(.7 kg/s.m.) BUILDING PAPER WITH OVERLAPPED LAYERS ON 1/4"
(6.35mm) OR 1/2" (12.7mm) EXTERIOR TYPE SHEATHING ON 2 x 6
(38 x 140) STUDS AT 16" (400mm) o/c FILLED WITH R-22 (rsi 3.87)

3. EAVE PROTECTION MATERIAL TO EXTEND 3' 0" MIN. (900mm)
FROM THE EAVE TO 1'-0" (300MM) INSIDE OF THE INNER FACE

OF THE EXTERIOR WALL (AS PER OBC 9.26.5).

4. PREFINISHED METAL EAVESTROUGH AND RAIN WATER LEADER
ON ALUMINUM SOFFIT VENTED TO PROVIDE A RATIO OF 1:300 OF
INSULATED CEILING AREA WITH 50 % AT EAVES.

5. CONVENTIONAL FRAMING AS PER PLAN OR MIN. 2" x 8" (38 x 184)
RIDGE BOARD, HIP AND VALLEY RAFTERS WITH 2" x 6" (38 x 140)
RAFTERS @ 16" (400mm) WITH 2" x 4" (38 x 89) COLLAR TIES AT MID
SPAN AND 1" x 4" (25 x 100) ribbon board.

6. 2"x 4" (38 x 89) CEILING JOISTS AT 16" (400mm) o/c MAX. SPAN
9'3" (2.83M) OR 2" x 6" (38 X 140) CEILING JOISTS AT 16" (400mm) o/c
MAX SPAN 14'7" (4.45M). 2" x 4" (38 x 89) STRONG BACKS AS REQ.

INSULATION
See supplementary Standards SB-12 June 7/2016 Update

1. R-60 (rsi 10.57) INSULATION AND 6 MIL POLY VAPOUR/AIR BARRIER
(OBC 9.25) ON EXPOSED CEILING AND R-31 (rsi 5.64) FOR EXPOSED

MISCELLANEQUS

1. PRECAST CONCRETE STEP (OR OTHER MEANS OF ACCESS) TO BE
PROVIDED TO ALL EXTERIOR DOORS OF A DWELLING UNIT.

2. EXTERIOR DOORS AND WINDOWS TO CONFORM WITH O.B.C. SECTION
12 AND COMPLY WITH 9.6 AND 9.7.

3. EXTERIOR DOORS AND WINDOWS TO BE DESIGNED AND INSTALLED

IN A MANOR TO RESIST FORCED ENTRY (OBC 9.6.8)AND WEATHER
STRIPED AND CALKED AS REQUIRED.

4. AMINIMUM OF ONE WINDOW ON EACH BEDROOM FLOOR SHALL

HAVE AN UNOBSTRUCTED OPERABLE AREA OF MIN. 3.8 SQ. FT. (.38M)
AND AN UNOBSTRUCTED WIDTH OF AT LEAST 15" (380mm) AND A MAX.
SILL HEIGHT OF 3' 3" (1000mm) ABOVE FLOOR.

5. BATHROOM, CLOTHES DRYER, KITCHEN HOOD FAN AND COLD CELLAR
VENTS TO BE CAPPED AND HAVE INSECT SCREENS AND BE VENTED

TO THE EXTERIOR (OBC 9.2.3). MECHANICAL EXHAUST FANS TO CONFORM
TO OBC SECTION 9.32. KITCHEN HOOD FAN SIZE AND INSTALATION TO BE
DETERMINED BY MANUFACTURERS COOKTOP SPECIFICATIONS.

6. INSULATE AND WEATHER STRIP 20" x 28" MIN. (500 X 700MM)

ATTIC HATCH.

7. ALL CLOTHES CLOSETS TO HAVE 1 SHELF MIN. 12" (300mm) DEEP AND
CLOSET ROD, LINEN CLOSET TO HAVE 4 SHELVES MIN. 14" (350mm) DEEP.

VERIFY ALL DIMENSION ON SITE AND

REPORT ANY DISCREPANCY BEFORE
PRECEDING WITH THE WORK.

NOTE:

CONTRACTORS ENGINEER TO CHECK AND VERIFY ALL STRUCTURAL
ELEMENTS AND REPORT ANY DISCREPANCIES TO THE DESIGNER.

DRAWINGS NOT TO BE SCALED.
DRAWINGS / SPECIFICATIONS ARE
THE PROPERTY OF THE DESIGNER
AND ARE NOT TO BE COPIED OR
USED FOR OTHER PROJECTS.
DRAWINGS TO BE RETURNED ON
COMPLETION.

design group
Smdms
1d

RenaissancE"

410-7811 Yonge Street
Thornhill, On. L3T 4S3
(416) 564-7789

Building Code to be a designer.

CONCRETE WALLS FOUNDATION WALLS BATT INSULATION OR 2 x 4 (38 X 89) STUDS AT 16" (400mm) O/C ROOF (CATHEDRAL) WITH A MIN. OF R-31 (rsi 5.64) AT RAFTER HEEL
" ' , WITH A MIN. OF 2" (50mm) CLEARANCE FROM THE UNDER SIDE OF 8. GALVANIZED OR PRE-PAINTED ALUMINUM FLASHING EMBEDDED INTO
1. 8" (200mm) CONCRETE 15MPa (2200 psi) @ 28 DAYS, MINIMUM 6 WITH BATT INSULATION AND INSULATING EXTERIOR SHTG. ROOF DECK FOR VENTILATION, OBC 3.1.4.2.A(p) MASONRY AS REQUIRED T0 PREVENT WATER INFILTRATION TO
CW-1 10" CONCRETE WALL REIN. 10M @ 24 C/C V+H R 10 A MM HEIGHT O 611" (3.1 00mm) FROM TOP OF (B0 3y RS 1 7} DAYWALL TAPED AND SANDED 2. WALLS ABOVE GRADE R-22 with /2 DRYWALL and 6 MIL. POLY V/B OBC 9.27.3.7 AND 9.27.3.8. CALKING AS REQUIRED TO PREVENT AIR AND
@ CL GRADE TO TOP OF BASEMENT SLAB AND NOT TO EXCEED 8 2" (2500 -9 : : joints taped and sanded. OBC 3.1.1.2.A (ip) WATER INFILTRATION TO OBC 9.27.4.
TO CONFORM TO SECTION 9.15 OF O.B.C (2500m). %NSJ.L.QC?}Z (':1|2”73H T)Cl)z yﬁé\‘é%’;‘fgh’:é%\a'ﬁgs @gg éggg\%g-z) 3. FOUNDATION WALL with (R-20) and 6 MIL POLY 9. SMOKE ALARMS (to CAN/ULC -S531 Specs.) AND CARBON MONOXIDE
: Soppe " . .7mm , VAPOUR/AIR BARRIER TO BASEMENT SLAB AT BASEMENT LEVEL. DETECTORS (to subsection 6.2.12 /or SUBSECTION9.33.4) TO BE INSTALLED
2. WHERE FOUNDATION WALL IS REDUCED (NOT LESS THAN 8 1/2 SHEATHING TO MAN. SPECS. (OBC 9.23.16) ON 2 x 6 (38 x 140) CONTINUOUS (OBC 9.25.2.3 & 12.3.2.4 AND CONNEC(‘I?ESIZ;JASSe(I:RII{EmUIRED 70 OBC 9.10.19 AND (%BC 9.33.4
CONCRETE FOOTINGS (900mm), IN THICKNESS TO ALLOW FOR MASONRY FACING, MASONRY " ; ( ey 3.2.4) Q 19 -394
{ y STUDS AT 16" (400mm) o/c FILLED WITH R-22 (rsi 3.87) BATT 4. AIR BARRIER TO CONFORM TO CAN/CGSB-5134-M. NOTE: All smoke alarms are to be strobed type and interconnected and hard wired.
. . ggﬁ"[’;\?\,ﬁﬂfﬁ%?r AFS ggg'mg'j ‘;V'TH METAL TIES AND SPACE FILLED INSULATION , 6 MIL. POLY AIRIVAPOUR BARRIER (OBC 9.25.3) 5. CALK ALL INTERIOR AND EXTERIOR JOINTS ON EXTERNAL WALLS 10. DOUBLE VOLUME WALL, 2-2" x 6" (38 x 140) AT 12" (300mm) ofc
-FT - 8" X 18" CONCRETE FTG. - REINF. 2-15M CONT. 3 FORMING AND CONST.HOLES 70 BE CONCRETE FILLED. WATER AND 1/2" (12.7mm) DRYWALL TAPED AND SANDED. AND BETWEEN DIFFERENT MATERIALS, OPENINGS, FITTINGS AND CONTINUOUS FROM SILL PLATE TO TOP PLATE WITH GIRTS @ 3' 11"
DOWELS TO MATCH VERTS PROOF FOUNDATION WITH A HEAVY BITUMINOUS COAT 0.B.C. 9.13 3. WOOD LINTELS SHALL CONFORM TO SECTION 9.23.12.3. PLUMBING FIXTURES WITH A MILDEW RESISTANT SEALANT. (1200mm) o/c AND WITH 1/2" (12.7mm) EXTERIOR SHTG. TO MAX. HEIGHT
+ . 4. FOUNDATION WALL LEAK PREVENTION MEASURES (DRAINAGE | 0.B.C. AND HAVE A MIN. END BEARING LENGTH OF 1 1/2" (38mm) 6. EDGE OF BELOW GRADE SLAB, R-10 24' VERTICAL AND HORIZONTAL. 18' 2" (5530mm).
LAYER) TO BE PROVIDED WHERE INSULATION EXTENDS MORE THAN 4. 2x4 (38 x 89) OR 2 X 6 (38 x 140) STUD WALL WITH DOUBLE TOP 7. HEATED CONCRETE SLAB, R-10 FOR THE ENTIRE SURFACE. 10. BUILDING CONSTRUCTION TO CONFORM TO THE REQUIREMENTS OF
i PLATE AND SINGLE BOTTOM PLATE AND 1/2" (12.7mm) DRYWALL OBC 9.13.4 (1TO 3) FOR SOIL GAS CONTROL.
2'11' (900mm) BELOW FIN. GRADE O.B.C. 9.13 & 9.14. BOTH SIDES TAPED AND SANDED
5. FOUNDATION WALL SILL PLATE ON FOAM GASKET OR 6 MIL. POLY X :
WITH 112" (12.7mm) DIAMETER BOLTS EMBEDDED NOT LESS THAN 4 AT'16" (400mm) 0 BASEMENT LOAD BEARING PARTITION @)  WOODLINTELS/BEAVS
(100mm) I(N COrIT\]lr(T:]l)RETE ON DAMP PROOFED SILL PLATE ANCHORED TO 4" (100mm) STAIRS INTERIOR MIN. EXTERIOR MIN. One @ Two Story ( interior/exterior)
' " SRLA A REQUIREMENTS: REQUIREMENTS: ry
HIGH CONCRETE CURB WITH 1/2" (12.7mm) DIAMETER BOLTS
@ POURED CONCRETE SLAB EMBEDDED NOT LESS THAN 4" (100mm) IN CONC. AT 7-10" MAXIMUM RISE 7 718 (200) Wl 2-2"x8" (2-38x184 W4  3-2"x8" (3-38x184)
1. MINIMUM 3" (75mm) BASEMENT SLAB OR CONCRETE SLAB, 20 MPa (2400mm) o/c. MAX. ON 14" x 6" (350 x 150) CONCRETE FOOTING. MINIMUM TREAD B 114" (210) W2 2-2"x 10" (2-38x235) W5  3-2"x 10" (3-38x235)
(2900psi) CONCRETE @ 28 DAYS ON 4" (100mm) GRANULAR FILL %oﬁwcPTp\Tv%%Fc%ﬂc’;’E"\élgg ggm%%ﬂgg; (/;TRE IN MINIMUM HEAD ROOM 65" (1950) W3  2-2"x12" (2-38x286) W6 3-2"x 12" (3-38x286)
WITH DAMP PROOFING MEMBRANE. 25MPa (3600psi) CONCRETE SLABS A o g MAX.
WITH OUT DAMPROOFING. ANY FILL PLACED UNDER SLAB, OTHER THAN EITHER PRESSURE TREATED OR ON A CONCRETE CURB. HAND RAIL HEIGHT (above nosing) - 2-7" (800) 2-11"(900) STEEL LINTELS SPAN MAX SPAN  MAX SPANR
CLEAR COURSE GRANULAR FILL, SHALL BE COMPACTED. O.B.C. 9.16 HAND RAIL HEIGHT (at balcony)  2-11"(900) 2-11" (900) 3 1/2" BRICK 4 STONE
2. MINIMUM 4' (100mm) GARAGE’ SLAB 32 MPa (4650mpa)AC(‘)I\iC.RE-TEl @ FLOOR CONSTRUCTION RAILING at balcony over 3-6" (1070) LI 31/2"x31/2"x 1/4"  (90x90x6.0) 311" (1.2M) VENEER VENEER
@ 28 DAYS ON 4" (100mm) GRANULAR FILL WITH 6/6 WIRE MESH AT 1.8M above fin. grade L2 312'x31/2'x 516" (90x90xB.0) 411" (1.5M) g 1"(2.46M) 7 9'(2.36M)
MID SPAN. SLAB SLOPED TO FRONT. SECTION 9.16 OF O.B.C 2, DOUBLE JOISTS UNDER PARALLEL NON LOAD BEARING 1. DAMPPROOF UNDERSIDE OF BASEMENT STAIR L3 4'x31/2'x5/16" (100x90x8.0) 611" 21M) g g(2.67M) 8- 2'(2.50M)
. : ION9. BC. PARTITIONS AND TRIPLE JOIST UNDER LOAD BEARING PARTITIONS. : L4 5'x31/2'x5/16" (125x90x8.0)  7-10" (2.4M) ’ ’
3. UN-SUPPORTED PORCHES LESS THAN 8 2" (2500mm) TO BE 5 3. JOISTS TO BE INSTALLED @ 12" (300mm) ofc UNDER CERAMIC TILES. 2. CURVED STAIR AS PER 0.B.C. 9.8.6.2 WITH MIN. L5 5'x31/2'x 38" (125x90x10.0) 8-10" (2.7M)
(125mm) CONCRETE 32mpa (4650psi) AT 28 DAYS WITH 5-8% AIR " RUN OF 5 7/8" (150), AND A MINIMUM AVERAGE RUN L6 6"x  4"x 3/8" (150x100x10.0) 9-10"
ENTRAINMENT. REINFORGED WITH 10M REBAR AT 8" (200rmm) EACH 4. JOISTS AND BEAMS STAGGERED A MIN. 6" (150mm) AT PARTY WALL. ; ( ) 9-10" (3.0M)
o o (200mm) BACH | 5. THE LENGTH OF END BEARING OF JOISTS AND RAFTERS SHALL BE OF 7 7/8" (200). L7 6"x41/2"x1/4"  (150x120x6.0) 108" (3.25M)
T 2 AR CCVER AT BOTTOM AND 1M 24X 24 NOT LESS THAN 1 1/5"(38mm). O.B.C. 9.23.9.1. (1) AND 9.23.13.3 (1). 3. PICKETS AT FINISHED RAILING TO BE MAXIMUM
gNALTm@XZ' 0" I(?Sr(;%mm) of/c WITH MIN. 3" (75mm) BEARING. g' 12&’”&2 up B/E.I’_AI’\EASDSQS";'ESQ_\(E AOBS'%:R'QN%%I? NOT LESS THAN OF 4" (100mm) ofc. BEARING for STEEL / WOOD LINTELS and BEAMS
SLOPE TO DRAIN WATER. (89mm) - 0.B.C.9.2381.(1). PROVIDE SOLID BEARING UNDER STEEL LINTELS 5 7/8" (150MM) MIN.
4. BOND-BREAKING MATERIAL SHALL BE PLACED BETWEEN THE @ GARAGE MECHANICAL OBC 9.20.5.2
SLAB AND FOOTINGS OR ROCK. SECTION 9.16.4.4.(1) 0.B.C. —_— PROVIDE SOLID BEARING UNDER ALL GIRDER TRUSSES, LVL BEAM
o 1. 2"x 4" (38 x 89) OR 2" x 6" (38 x 140) @ 16" (400mm) o/c STUD WALLS 1. FURNACE AND HOT WATER HEATER TO BE MECHANICALLY
/- AND LUMBER BEAMS 0BC 9.23.10.7.
@ STRUCTURAL gmg“c'-:;'(%g %ZE‘;’E‘Q‘-&;’X'%%{_E (12.7mm) DRYWALL GAS PROOFED VENTED TO EXTERIOR AS PER MANUFACTURERS SPECS. BEARING FOR STRUCTURAL MEMBERS SHALL BE IN ACCORDANCE
g - TO CONFORM TO OBC PART 12 WITH THE 2006 ONTARIO BUILDING CODE.
);N§T§E“§Jg§’;;,sh}ggbvﬁ$H°§'ﬁﬂfﬁ %“’;B?,g@gif& SRFL’,ESCTSi,ﬁ"‘,OBﬁBR 2. UNDER HABITABLE AREAS R-31 (rs! 5.64) INSULATION IN CEILING 2. PROVIDE EXHAUST FANS IN ALL BATHROOMS.
2. STEEL BEAM TO REST ON 8" x 8" (200 x 200mm) POURED CONCRETE WITH 6 mil POLY VAPOUR BARRIER ON WARM SIDE AND WITH 1/2" INSTALL PRINCIPAL EXHAUST FAN IN ACCORDANCE WITH LEGEND
PILASTER OR OPTIONAL BEAM POCKET OR CONCRETE FILLED BLOCK (12.7mm) DRYWALL GAS PROOFED AND CAULKED WHERE APPLICABLE. SECTION 9.32.3.4. AND MANUFACTURERS SPECS. @  FLOORDRAN vV CABLETV
BEAM TO TO HAVE 1" x 3" STRAPPING ON EACH SIDE OF BEAM FLANGE 3. PROVIDE GASPROOF INSULATED METAL DOOR (AS PER PLAN) 3. MASONRY FIREPLACES TO BE IN ACCORDANCE WITH DUPLEX OUTLET
3. STEEL PIPE COLUMN TO HAVE 3 1/2" (90mm) OIS DIA. AND AWALL WITH AUTOMATIC SELF CLOSER AND WEATHER STRIP. SECTION 9.21 AND 9.22 OF THE O.B.C. 2B LoseeE O (2 HioH OR AS NOTED)
THICKNESS OF NOT LESS THAN 3/16" (4.76mm) WITH 6" x 6" x 3/8" 4. CHECK FOUNDATION WALL TO ACCOMMODATE GARAGE DOOR/ 4. DIRECT-VENT FACTORY BUILT FIREPLACES TO CONFORM
(150 x 150 x .95mm) BASE PLATE AND 4 x 4" x 1/4" (100 x 100 x 635mm) SIDE ACCESS DOOR AS PER PLAN AND GRADE. TO 9.22.8 AND INSTALLED IN ACCORDANCE TO MANUFACTURERS P[] EXHAUST FaN Hwe WATERPROOF DUPLEX
TOP PLATE ON 36" x 36" x 18" (915 x 915 x 458mm) CONCRETE PAD OR ROOF CONSTRUCTION SPECIFICATIONS.
AS PER PLAN AND BUILDING CODE. 5 sOLID WOOD BEARING © 220 VOLTS
4. STEEL PIPE COLUMN 3 1/2" (90mm) O/S DIA. AND A WALL 1. 210 LB (30.5 kg/m2) ASPHALT SHINGLES ON 3/8" (9.5mm) ROOF
THICKNESS OF NOT LESS THAN 3/16 (4.76mm) WITH BASE SHEATHING WITH "H" CLIPS ON APPROVED ROOF TRUSSES AT ]  DRYERVENT -(:)— LIGHT FIXTURE (CEILING)
AND TOP PLATE 6" x 6" x 3/8" (150 x 150 x 9.5mm) OR 4" x 10" x 1/2" 24" (600mm) o/c BRACED LATERALLY AT BOTTOM CHORD @ 7' 0" -5, svioke DETECTOR
(100 x 250 x 12.7mm) BOTTOM PLATE FOR FOUNDATION WALL (2130mm) AND AS PER TRUSS ENGINEERING. s orconnocted, 500 ¢_ LIGHT FIXTURE
R e eI DED METAL STRAPS TO STUD WALL TOP 2. TRUSS MANUFACTURER TO SUPPLY ENGINEERING WITH LOADS sp-cro miscellancous e ) (WALL MOUNTED)
5. STEEL LINTELS SHALL HAVE A BEARING LENGTH OF NOT LESS AND STRESSES THAT COMPLY WITH LOCAL CONDITIONS AND &= PC  LIGHT FIXTURE
BUILDING CODES CARBON MONOXIDE (PULL CHAIN)
THAN 5 7/8"(150mm) AT END SUPPORTS, AND BEAR ON MASONRY, - DETEGTOR
CONCRETE OR STEEL. 0.B.C. 9.20.5.2. (in'erclfnnected, seeg) 2 SWITCH
miscellaneous note
. CONTRACTOR MUST CHECK AND ; . -Park AvenuE The undersigned has reviewed and taken responsibility for this i W 41AN
m ReVISed - H design and meets the Requirements set out in the Ontario M RAM CO N ST R U CT I O N LT D Scale 3/1 6 —_— 1 0
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