(W%MOM\ Report to the Committee of Adjustment

’/ * Minor Variance Application

Item E
Date: April 2, 2026
Address: 21 Mayvern Crescent
Owner(s): Tomer Ohayon
Applicant: Harjinder Singh — MEM Engineering Inc.
File Number(s): MV-25-0064
Related Application(s): N/A
Hearing Date: Thursday, April 9, 2026
Prepared By: Melissa Giardina Papa, Planner |

Application Request

The following relief to Zoning By-law 3-74, as amended, is requested:

By-law Requirement Proposed Deficiency
Minimum Interior 1.83 metres (6.00 0.58 metres 1.25 metres
Side Yard Setback feet) (1.90 feet) (4.10 feet)

The applicant is seeking approval of the requested variance to facilitate the legalization
of an existing basement entrance in the side yard.

Background

Subject Property and Area Context

The subject lands, municipally known as 21 Mayvern Crescent, are generally located
north of Carrville Road and east of Bathurst Street. The property has a lot area of
716.36 square metres (7,710.83 square feet) and a lot frontage of 22.86 metres (75
feet). The subject lands are presently developed with an existing two-storey single
detached dwelling. Surrounding land uses include single detached dwellings to the
north, east, south, and west of the subject lands.

Official Plan

The subject lands are designated Neighbourhood in accordance with the City’s
Official Plan (the “Plan”). The predominant use of land within the Neighbourhood
designation is for low-rise residential uses, including low-density single detached,
semi-detached, and duplex dwellings. Development within the Neighbourhood
designation is to respect and reinforce the established character and distinguishing
features of the surrounding area through context-sensitive built form.

Zoning

The subject lands are zoned Residential Second Density (R2) Zone pursuant to
Zoning By-law 3-74, as amended. The R2 Zone permits single detached dwellings and
accessory structures, subject to specific lot and building standards.

The subject lands are zoned Neighborhood Two (N2) Zone pursuant to Zoning By-law
93-25, as amended. The N2 Zone permits single detached dwellings and accessory
structures, subject to specific lot and building standards. It is noted that Zoning By-law
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93-25 is subject to appeals before the Ontario Land Tribunal and is therefore not yet in
force and effect. Following the resolution of the appeals, By-law 93-25 will be applicable
to the lands.

Related Applications on The Subject Lands

There are currently no active development applications related to the subject lands. It is
further noted the proposed development is not subject to Site Plan Control in
accordance with the City’s Site Plan Control By-law 38-25, as amended; and a Site
Alteration Permit under Site Alteration By-law No. 47-25, as amended, is not required.

Planning Comments

Planning Staff have evaluated the requested minor variance pursuant to the prescribed
tests as set out in Section 45(1) of the Planning Act, as follows:

1) Does the proposed variance meet the general intent and purpose of the
Official Plan?

In accordance with Policy 4.9.2.4 of the Plan, development within the
Neighbourhood designation shall respect and reinforce the existing character
and distinguishing features of neighbourhoods and shall be context-sensitive
and compatible with adjacent and surrounding areas, including with respect to
the massing of buildings; setbacks of buildings from the street; and, patterns of
front, rear, and side yard setbacks and landscaped open space areas.

Planning staff have reviewed dwellings along Mayvern Crescent and the
surrounding local streets and note that this portion of the North Richvale
neighbourhood is characterized by one and two-storey detached dwellings. The
subject application seeks permission for an existing basement walkout stairwell
located 0.58 metres (1.90 feet) from the west interior side lot line. Staff note that
side yard setbacks in this area range in size, and that side yard gates and
walkways providing access to rear yards are common along Mayvern Crescent.
Given that the west side yard setback to the main wall of the existing two storey
dwelling remains at 1.83 metres (1.90 feet) and that the requested variance
applies only to the walkout stairwell, which is surrounded by landscaped areas
and a walkway, staff are generally satisfied that the proposed reduced west
side yard setback variance as it relates to the basement walkout only, is in
keeping with and generally maintains the neighbourhood character with respect
to side yard setbacks in this area.

Based on the above, staff are of the opinion that the requested variance is in
keeping with the general intent and purpose of the Official Plan.

2) Does the proposed variance meet the general intent and purpose of the
Zoning By-law?

The applicant is proposing to recognize an existing reduced interior side yard
setback of 0.58 metres (1.90 feet) along the west side of the property under By-
law 3-74, which requires a minimum side yard setback of 1.83 metres (6.00
feet). The intent of the interior side yard setback provision is to provide
adequate separation between buildings on adjacent lots to ensure access for
maintenance, mitigate privacy concerns, and maintain appropriate drainage
conditions. The proposed side yard setback of 0.58 metres (1.90 feet), while
representing a deficiency of 1.25 metres (4.10 feet), is to apply to a walkout
stairwell only, which continues to ensure sufficient separation between the
existing dwellings and provides a functional setback for maintenance and
drainage. Furthermore, the proposal complies with the provisions of By-law
93-25, and therefore no relief is required under that by-law.

Based on the above, staff are of the opinion that the proposed variance meets
the general intent and purpose of the Zoning By-law.
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3) Is the proposed variance considered desirable for the appropriate
development of the land?

The proposed variance is requested to recognize a reduced interior side yard
setback to an existing basement stairwell, which does not impact the massing
of the existing dwelling and remains functional for maintenance, access and
proper drainage. On this basis, Planning staff are of the opinion that the
proposed variance is desirable for the appropriate development of the land.

Staff are of the opinion that the proposed variance is desirable for the
appropriate development of the land.

4) Is the proposed variance considered minor in nature?

Further to the discussion outlined above, Planning Staff are of the opinion that
the proposed variance is considered minor in nature, as it applies only to the
stairwell which is predominantly below-grade and not to the dwelling itself, and a
sufficient setback is maintained for access, maintenance, and drainage.

Staff are of the opinion that the proposed variance is minor in nature.

Additional Comments

The subject minor variance application was circulated to City Departments and
applicable external agencies for review and comment. Outlined below are the
comments provided on the application, which may include advisory comments to the
applicant. Comments of no objection/comment have not been included below and/or
appended to this report.

Department or Agency Comments

The requested variance is correct. No other areas of non-

Zoning compliance were identified.

It is advised that the drainage pattern of this lot remains
consistent with conditions prior to the construction of the
staircase at the northeast side of the house.

Development
Engineering/Transportation

Comments to the applicant, for future reference:

e The property is subject to Tree Preservation By-law
No. 19-25. Permits are required to remove or injure
trees greater than or equal to 15 cm DBH (diameter
measured 1.4 metres from the ground). Tree
replacement will be a condition of any tree removal
permit. Ensure the City’s tree protection standards
are adhered to prior to any construction commencing
on the subject property.

Parks & Natural Heritage

Conclusion

Planning Staff have reviewed the requested variance pursuant to Section 45(1) of the
Planning Act, R.S.0, 1990, c.P.13, as amended, and are of the opinion that the requested
variance meets the four tests of the Planning Act for granting of minor variances. Staff
recommend approval of the requested variance, subject to the conditions outlined in
Appendix ‘B.’

Attachments

Appendix ‘A’ — Location Map

Appendix ‘B’ — Recommended Conditions of Approval
Appendix ‘C’ — Site Plan

Appendix ‘D’ — Alectra Comments
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Appendix ‘A’ — Location Map
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Appendix ‘B’ — Recommended Conditions of Approval

The following conditions are recommended should application MV-25-0064 be
approved by the Committee of Adjustment:

1) That the variance pertains only to the request as submitted with the application.
2) That development be substantially in accordance with the sketch submitted with

the application as required by Ontario Regulation 200/96, as amended, Section
5.25.

City File MV-25-0064 Page 5 of 5



28
B
7 /
S
&7
(@)

/ REAR
/ YARD

Ly
</
s/
S .
/\/OVE & /,33;1]”
i

PROPERTY LINE

SITE PLAN
SC: 3/32"- 1'-0"

W S

o8

\

g;'v\
ovF

2

word

o\

General Notes

* CONTRACTOR SHALL CHECK ALL DIMENSIONS
ON THE WORK SITE AND REPORT DISCREPANCIES
TO THE CONSULTANTS BEFORE PROCEEDING.

* ALL DRAWINGS AND SPECIFICATIONS ARE THE
PROPERTY OF CONSULTANTS AND MUST BE RETURNED
AT THE COMPLETION OF WORK.

* THIS DRAWING IS NOT TO BE USED FOR CONSTRUCTION

UNTIL SIGNED BY THE CONSULTANT.

* DRAWINGS ARE NOT TO BE SCALED.

LEGENDS:-

PROPERTY LINE

AC UNIT

GARAGE

170
(5.18 m]

200"
[6.10 m]

. . <.
.4 . .2 CAR PARKING .

29 <

21 MAYVERN CRESCENT,
RICHMOND HILL, ON L4C 5J5
PCL 226-1 SEC M1591 LT226

S . % EXISTING DRIVEWAY' 4.l
E e IVEWAY® 4

4 -4

[REVISION

INO[DATE DESCIPTION BY

Firm Name and Address

MEM ENGINEERING INC
2355 DERRY ROAD EAST

MISSISSAUGA, ON, L5S 1V6

A
[ENTRANCE|

SCOPE OF WORK

{ ENTRANCE] i

DN

AS BULLT BELOW GRADE =
STAIRS TO BASEMENT =

19.58 {1

PROPERTY LINE

905-673-9100
Email:harry@memengineering.ca

MAYVERN CRESCENT

ROFESS/ ¢
Q /I/,q(

O
%‘0 1 Gy,
[5 -+ /mlvdu ,w?:,
°
-

H.SINGH
100156144

o Y,

L <
Neg o OV

PROPERTY LINE

PROJECT TITLE:

21 MAYVERN CRESCENT,
J RICHMOND HILL, ON L4C 5J5

SHEET TITLE:

SITE PLAN

CLIENT EMAIL:

CLIENT CONTACT:

SCALE: DRAWING NO.:
3/32"-1'-0"

PLOT DATE:
2025-05-19

~A100

CHECKED BY:
HsS




Date:

Attention:

RE:

File No.:

Related Files:

Applicant

Location

February 10" 2026

Courtney Cullum

Request for Comments

MV-25-0064

Tomer Ohayon

21 Mayvern Crescent
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COMMENTS:
D We have reviewed the proposed Variance Application and have no comments or objections to its approval.
We have reviewed the proposed Variance Application and have no objections to its approval, subject to the
following comments (attached below).
D We have reviewed the proposed Variance Application and have the following concerns (attached below).

Alectra Utilities (formerly PowerStream) has received and reviewed the proposed Variance Application. This
review, however, does not imply any approval of the project or plan.

All proposed billboards, signs, and other structures associated with the project or plan must maintain minimum
clearances to the existing overhead or underground electrical distribution system as specified by the applicable
standards, codes and acts referenced.

In the event that construction commences, and the clearance between any component of the work/structure and the
adjacent existing overhead and underground electrical distribution system violates the Occupational Health and
Safety Act, the customer will be responsible for 100% of the costs associated with Alectra making the work area safe.
All construction work will be required to stop until the safe limits of approach can be established.

In the event construction is completed, and the clearance between the constructed structure and the adjacent existing
overhead and underground electrical distribution system violates the any of applicable standards, acts or codes
referenced, the customer will be responsible for 100% of Alectra’s cost for any relocation work.

References:

Ontario Electrical Safety Code, latest edition (Clearance of Conductors from Buildings)
Ontario Health and Safety Act, latest edition (Construction Protection)

Ontario Building Code, latest edition (Clearance to Buildings)

PowerStream (Construction Standard 03-1, 03-4), attached

Canadian Standards Association, latest edition (Basic Clearances)

If more information is required, please contact either of the following:

ALECTRA UTILITIES CONTACT INFORMATION

EAST EAST
(WEST OF KEELE) (EAST OF KEELE)

Municipality: | Alliston, Aurora, Barrie, Beeton, Markham, Richmond Hill, Vaughan

Bradford West Gwillimbury, (East of Keele)

Penetanguishene, Thornton,

Tottenham, Vaughan (West of Keele)
Contact
Name: Azadeh Johardar Randy Mustachi
Title: Supervisor Supervisor
Office 161 Cityview Boulevard, 161 Cityview Boulevard,
Address: Vaughan, ON, L4H 0A9 Vaughan, ON, L4H 0A9
Phone: 416.230.3239 416.902.5162
Email: Azadeh Johardar@Alectrautilities.com | Randy.Mustachi@AlectraUtilities.com
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Construction Standard

SYSTEM VOLTAGE
LGCAETE”LE*;F G":'“ES* SPAN GUYS AND| UP TO 600V |4.16/2.4kV TO
ICOMMUNICATIONS| AND 2?.5;"1 BkY 44kY
LONDUCTORS WIRES NEUTRAL | (SEE NOTE 1)
MINIMUM YERTICAL CLEARAMCES {SEE MOTE 2}
OVER OR ALONGSIDE ROADS,
DRIVEWAYS OR LANDS 442cm 442¢m 480cm 520cm
ACCESSIBLE TO VEHICLES
OVER GROUND ACCESSIBLE
PEDESTRIANS AND 250cm Z10cm 340cm 370cm
BICYCLES ONLY
ABOVE TOP OF RAIL AT
RAILWAY CROSSINGS 730em T30em 7J60cm 810em

ATTACHMENT HEIGHT

1 +GRAGE DIFF.

'--.______ P
WIRE,/CABLE/

WERTICAL
CLEARANCE

WINIMUM ATTACHMENT HEIGHT = MAKIMUM SAG

+

GRADE DIFFERENCE

NOTES:
1. THE MULTIGROUNDED SYSTEM
SYSTEM.

2., THE VERTICAL CLEARAMCES IN THE ABOYE TABLE ARE UNDER MAXIMUM SAG

CONDITIONS.

3. REFER TO CS5A STANDARD C2Z22.3 MNeo.1, ANNEX D FOR LOCAL SNOW DEFTH WALUES.

CONVERSION TABLE
IMPERIAL
MINIMUM VERTICAL CLEARANCE (FROM ABOVE TABLE
: ( ) METRIC | (4pPROX)
+ 0.3m (VEHICLE OR RAILWAY LOCATION) 810cm | 27 —0°
+ SNOW DEPTH (PEDESTRIAN LOCATION, SEE NOTE 3) 760cm | 25 —4
730cm | 24'=4
520cm | 17 -4"
NEUTRAL HAS THE SAME CLEARANCE AS THE 600V 480cm | 16 -0
442cm 15'-5"
370em 12'-4"
340cm | 11 =4"
310em | 10 -4"
250em B'—4"
REFERENCES

4, ALL CLEARANCES ARE IMN ACCORDANCE TO CSA STANDARD C22.3.

MINIMUM VERTICAL CLEARANCES OF
WIRES, CABLES AND CONDUCTORS
ABOVE GROUND OR RAILS

ORIGIMAL ISSUE DATE: 2010-DEC-Z4

REVISION KO: R1

REVISION DATE: 2012-JAN-09

CONDUCTOR

ATTACHMENT HEIGHT

—=GRADE DIFF.

5AGS AND TENSIONS [ SECTION 02

Joe Crazies, I’.Hng.

Certificate of Appraval
This constrction Standand meets the safety
Trql'_i?crng'n'.s of Secton 4 o:'ReguLalior. 22004

201 3] AN

Narmne

P.Eng, Approvael By,

[rale

Joe Crozier
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MINIMUM HORIZONTAL CLEARMACE | MINIMUM VERTICAL CLEARANCE
UNDER MAXIMUM SWING CONDITIONS | UNDER MAXIMUM DESIGN SAG COMDITIONS
VOLTAGE DIMENSION "x" DIMEMSION ™Y"
(SEE NOTES 1, 3 & 4) (SEE NOTES 1, 2, &4 & 5)
0-600V AND NEUTRAL 100em 250cm
4.16/2.4 TO 44kV I00em 480cm
HOTES

1. UNDER NO CIRCUMSTAMCES SHALL A CONDUCTOR BE PERMITTED TO PEMETRATE THE
ENVELOPE SHOWN BY THE DOTTED LIME.

2, THE WERTICAL CLEARANCES ARE UNDER CONDITIONS OF MAXIMUM DESIGN SAG.

3. THE HORIZOWTAL CLEARANCES ARE UMNDER CONDITIONS OF MAXIMUM SWING. WHERE THE
COMDUCTCOR SWING IS MOT KMOWN A HORIZOMTAL CLEARANCE OF 450CM SHALL BE WSED.

4, BUILDINGS THAT EXCEED 3 STOREYS OR 15M IN HEIGHT, THE MINIMUKM HORIZONTAL
CLEARANCE OF THE SECOMDARY CONDUCTORS SHOULD BE INCREASED TO 300em WHERE IT
IS NMECESSARY TO ALLOW FOR THE RAISING OF LADDERS BY LOCAL FIRE DEPARTMENTS.

5. IN SITUATIONS SUCH AS MULTI-LEVEL GARAGES, WHERE ROOFS ARE NORMALLY USED BY
PERSONS AND VEHICLES, THE VERTICAL CLEARAMCES OF POWERSTREAM STANDARD 03-1
SHALL AFPLY.

6. DISTRIBUTION LINES CONSTRUCTED MEAR BUILDINGS SHALL BE BUILT TO AVOID OVERHAMG
WHEREVER POSSIBLE, WHERE LINES MUST BE CONSTRUCTED OVER OR ADJACENT TO
BUILDINGS THE APPLICABLE HORIZONTAL ANMD VERTICAL CLEARANCES SHALL BE AT
CONDITIONS OF MAXIMUM COMDUCTOR SWING AND MAXIMUM SAG. THE ABOVE CLEARANCES

ARE DESIGNED TO PREVENT PERSONS ON OR IN BUILDINGS AS WELL AS EXTERMAL COMNVERSION TABLE
MACHINERY USED IN CONJUCTION WITH A BUILDING TO COME IN CONTACT WITH WETRIC IMPERIAL
CONDUCTORS. EFFORTS SHOULD BE MADE TO INCREASE THESE CLEARANCES WHERE (LPPROX)
POSSIBLE.
4B0em 16'=0"
7. ALL CLEARAMNCES ARE IN ACCORDANCE TO C5& C22.F NO.1-08& {TAELE—Q}. J00em 0=~
250em B8'—4"
100em 5 s
MINIMUM VERTICAL & HORIZONTAL CLEARANCES
OF CONDUCTORS FROM BUILDINGS OR OTHER This conmupion Stade  octs e ity
PERMANENT STRUCTURES (CONDUCTORS NOT et of et 4 of egllion 2204
Debhbie Dadwani, P.E 1 =MA YIS
ATTACHED TO BUILDINGS) Name - Das
P.Eng. Approval By I, Dadwani
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