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Report to the Committee of Adjustment 

   Minor Variance Application 
                      Item B 

 

Date:  Thursday, November 6, 2025 

Address:  6 Sanderson Crescent 

Owner(s):  FeiFei Wang 

Applicant:  Kuok Wai Leong  

File Number(s):  MV-25-33 

Related Application(s): N/A 

Hearing Date:  Thursday, November 13, 2025  

Prepared By:  Ryan Baek, Planner I 

 

 

Application Request 

The following relief to Zoning By-law 3-74, as amended, is requested: 

 By-Law 
Requirement 

Proposed Deficiency 

Minimum front yard 
setback (based on 
established building 
line) 

10.14m (33.28 ft) 8.21m (26.94 ft) 1.93m (6.33 ft) 

 
The applicant is seeking approval of the requested variance to facilitate the construction 
of a proposed 2 storey single detached dwelling.   

Background 

 
Subject Property and Area Context 
 
The subject lands, municipally known as 6 Sanderson Crescent, are generally located 
northeast of Bathurst Street and Carrville Road. The property has a lot area of 
approximately 659.11 sq.m (7,094.6 sq.ft) and a lot frontage of approximately 19.81 m 
(65 ft). The subject lands contain an existing single detached dwelling that is proposed 
to be demolished. Surrounding land uses include existing low-rise residential uses. 
 

 Official Plan 
 
The subject lands are designated “Neighbourhood” in accordance with the City’s Official 
Plan (the “Plan”). Neighbourhoods are generally characterized by low density residential 
areas and a range of service uses and facilities. Development in the Neighbourhood 
designation is required to be compatible with the character of the adjacent and 
surrounding area.  
 
Zoning 

 
The subject lands are zoned “Neighbourhood Two (N2) Zone” pursuant to Zoning By-
law 93-25, as amended. This zone permits a single detached dwelling, subject to specific 
lot and development standards. 
 

Related Applications on The Subject Lands  
N/A 
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Planning Comments 
 

Planning Staff have evaluated the requested minor variance pursuant to the prescribed 
tests as set out in Section 45 (1) of the Planning Act, as follows: 

 
1) Does the proposed variance meet the general intent and purpose of the 

Official Plan? 

The intent of the Neighbourhood designation is to enhance and strengthen the 
character of neighbourhoods and promote connectivity and excellence in design. 
Compatible new development should represent a “good fit” within the physical 
context and character of the surrounding areas, which this proposed dwelling 
does. 
 
The subject lands are located within an established residential neighbourhood. 
Planning staff have reviewed the subject application and considers the proposed 
dwelling compatible with and in keeping with the overall character of the 
residential neighbourhood. From a planning perspective, the overall massing of 
the proposed dwelling is similar to the built form of the dwellings in the 
surrounding area. 
 
Based on the above, staff are of the opinion that the requested variance are in 
keeping with the general intent and purpose of the Official Plan. 

 
2) Does the proposed variance meet the general intent and purpose of the 

Zoning By-law? 

The intent of the minimum front yard setback provision is to ensure there is 
appropriate and adequate spacing within the required yards for landscaping, 
access, lot drainage, and maintaining an appropriate streetscape. The proposed 
front yard setback maintains the general intent of the Zoning By-law and is not 
expected to result in adverse impacts on adjacent properties or the usability of 
the subject lands or negatively impact the streetscape along Sanderson 
Crescent. 
 
Staff would also note that the proposed dwelling is in full conformity with Zoning 
By-law 93-25. The requested variance is under Zoning By-law 3-74. 

 
Based on the above, staff are of the opinion that the proposed variance meet the 
general intent and purpose of the Zoning By-law. 

 
3) Is the proposed variance considered desirable for the appropriate 

development of the land? 

The proposed construction of a new single detached dwelling maintains the 
existing residential use of the subject lands and is compatible with the existing 
character and physical context of the neighbourhood, particularly with respect to 
the building massing, scale and the patterns of existing yard setbacks along 
Sanderson Crescent. 
 
Staff are of the opinion that the proposed variance are desirable for the 
appropriate development of the land. 
 

4) Is the proposed variance considered minor in nature? 

The proposed variance is considered minor in nature as the proposed dwelling will 
not adversely impact the neighbourhood. Furthermore, the proposed dwelling will 
not result in negative impacts to the streetscape or functionality of the subject lands 
and abutting properties. 
 
Staff are of the opinion that the requested variance are minor in nature. 
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Additional Comments 

The subject minor variance application was circulated to Municipal Departments and 
external agencies for review and comment. The following comments were provided: 

 

Department or Agency Comments 

Zoning  
The requested variance is correct. No other areas of non-
compliance were identified.  
 

Development 
Engineering/Transportation 

No comments or concerns.  
 

Parks & Natural Heritage 

Comments to the Committee: 

• Upon review, PNHP has no comments on the 
application.  

Comments to the applicant, for future reference:  

• The property is subject to Tree Preservation By-law 
No. 41-07. Permits are required to remove or injure 
trees greater than or equal to 20 cm DBH (diameter 
measured 1.4 metres from the ground) requires 
permission (i.e. a permit) from City staff prior to the 
undertaking. Tree replacement will be a condition of 
any tree removal permit. Ensure the City’s tree 
protection standards are adhered to prior to any 
construction commencing on the subject property.  

PNHP staff will continue to review and provide comments 
 

Heritage and Urban Design 

No objections. This property is not within the Village Core, 
not on the City’s Heritage Register, and is not adjacent to 
any properties on the Heritage Register.  
 

Corporate & Financial 
Services 

Not Applicable.  

Alectra No objections. See appendix ‘D’ 

Bell Canada No comment received.  

York Region: 
Transportation & 
Community Planning 
Department  

The Regional Municipality of York has reviewed the Minor 
Variance application MV-25-33 and has no comment.  

Toronto & Region 
Conservation Authority 

No comment received.  

CN Rail No comment received. 

TransCanada Pipeline No comment received. 

Abutting Municipality  No comment received. 

Ministry of Transportation 
No comment or concern. Property is outside MTO permit 
control area.  

Ministry of Housing No comment received. 

Infrastructure Ontario No comment received.  

Conclusion 

Planning Staff have reviewed the requested variances pursuant to Section 45 (1) of the 

Planning Act, R.S.O, 1990, c.P.13, as amended, and are of the opinion that the requested 

variances meet the four tests of the Planning Act for granting of minor variances. Staff 
recommend approval of the requested variances, subject to the conditions outlined in 
Appendix ‘B’. 

Attachments 

Appendix ‘A’ – Location Map 
Appendix ‘B’ – Recommended Conditions of Approval 
Appendix ‘C’ – Site Plan  
Appendix ‘D’ – Alectra Comments  
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Appendix ‘A’ – Location Map 
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Appendix ‘B’ – Recommended Conditions of Approval 

 
The following conditions are recommended should application MV-25-33 be approved 
by the Committee of Adjustment: 
 

1) That the variance pertains only to the request as submitted with the application. 
 

2) That development be substantially in accordance with the sketch submitted with 
the application as required by Ontario Regulation 200/96, as amended, Section 
5.25. 
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NEW 2-STOREY DETACHED
SINGLE FAMILY DWELLINGSITE PLAN

24000

A1.1

6 SANDERSON CRESCENT
RICHMOND HILLRL KWL

No. Description Date

1 AS PER ZONING COMMENTS 2025-05-08

Gross Floor Area

Name Area

BASEMENT 153 m²

GARAGE 43 m²

MAIN FLOOR 196 m²

SECOND FLOOR 184 m²
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ON BOTH SIDES. 

2. LOAD BEARING WALLS ARE 2x6 WOOD STUD WITH GYPSUM 
BOARD ON BOTH SIDES.

3. UNLESS NOTED OTHERWISE, ALL DOORS FROM DOOR 
HINGE TO WALL ARE OFFSET TO 75mm (3"). ALL SLIDING 
DOORS  OF THE CLOSET ARE CENTERED AT BOTH WALL 
FACES.

LEGEND

(SEE O.B.C. DIV. B SB-1) RICHMOND HILL

ROOF LOADS
-SNOW LOAD Ss............................................1.5kPa (31.3 psf)
-SNOW LOAD Sr............................................0.4kPa (8.35 psf)

-WIND LOAD 1/10...........................................0.34kPa (7.1psf)
-WIND LOAD 1/50...........................................0.44kPa (9.19psf)

(SEE O.B.C. DIV. B PART 4)

FLOOR LOADS
-LIVE LOAD L.................................................1.9kPa (40psi)
-DEAD LOAD D...............................................0.7kPa (15psi)

INSULATION & WEATHERPROOFING

(SEE O.B.C. SB-12)

TABLES 3.1.1.2.A (SI &IP) - COMPLIANCE PACKAGE A1

-CEILING W/ ATTIC........................................RSI 10.56 (R60)
-CEILING W/OUT ATTIC.................................RSI 5.46 (R31)
-BASEMENT WALLS......................................RSI 2.11+1.76(R12+R10ci)
-WALLS ABOVE GRADE................................RSI 3.87 (R22)
-EXPOSED FLOOR.........................................RSI 5.46 (R31)
-SLABS ON GRADE (UNHEATED)..................RSI 1.76 (R10)
-SLABS ON GRADE (HEATED).......................RSI 1.76 (R10)

-IN THE CASE OF BASEMENT WALL ASSEMBLIES WHERE RSI 3.52 
(R20) IS REQUIRED RSI 2.11 (R12) + 1.76 (R10) CONT. IS 
PERMITTED OR VICE VERSA

-SEE GENERAL NOTES FOR MORE SPECIFICATIONS
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Note: This drawing is the property of 
the Designer and may not be 
reproduced or used without the 
expressed consent of the Designer. 
The Contractor is responsible for 
checking and verifying all levels and 
dimensions and shall report all
discrepancies to the Designer and 
obtain clarification prior to 

1. ALL DIMENSIONS AND QUANTITIES OF MATERIALS 
ARE THE RESPONSIBILITY OF THE CONTRACTOR. AN 
ACCEPTABLE LEVEL OF FINISH MUST BE ACHIEVED 
AND APPROVED BY OWNER.

2. ALL TRADES TO VERIFY DIMENSIONS AND DATA 
HEREIN WITH EXISTING ON SITE.

3. REPORT ALL DISCOVERIES OF ERRORS, 
OMISSIONS OR DISCREPANCIES TO THE DESIGNER 
OR DESIGN ENGINEER AS APPLICABLE.

4. GENERAL CONTRACTOR TO PROVIDE ALL 
BLOCKING REQUIRED IN WALLS TO ACCOMODATE 
INSTALLATION OF MILLWORK, ARTWORK, FURNITURE, 
WASHROOM ACCESSORIES, AND EQUIPMENT.

5. MOULD RESISTANT GYPSUM BOARD IN LIEU OF 
GYPSUM BOARD INDICATED ON WALL SURFACES 
WITHIN WASHROOMS & MUDROOMS.

6. TILE BACKER BOARD TO BE USED IN LIEU OF 
GYPSUM BOARD INDICATED ON WALL TYPES TO 
EXTENT OF WALLS WHERE CERAMIC WALL TILES ARE 
INDICATED TO BE INSTALLED.

7. DO NOT SCALE DRAWINGS.

NOTES:
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NEW 2-STOREY DETACHED
SINGLE FAMILY DWELLINGBASEMENT PLAN
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1/4" = 1'-0"
1

A01 BASEMENT PLAN

No. Description Date



19R UP

18R DN

10R DN

9
R

 D
N

5
R

 D
N

DN

F
R

ID
G

E

WOOD DECK

FAMILY AREA

204.30

PENTRY

KITCHEN &
BREAKFAST

(7
7
0
6
)

2
5
' 
- 

3
 1

/2
"

(2
7
9
)

0
' 
- 

1
1
"

(5
4
6
1
)

1
7
' 
- 

1
1
"

(1
5
2
4
)

M
.O

.

5
' 
- 

0
"

(1
2
9
5
)

4
' 
- 

3
"

(7
7
9
8
)

2
5
' 
- 

7
"

(1
9
9
4
)

6
' 
- 

6
 1

/2
"

(2
2
9
5
)

7
' 
- 

6
 1

/4
"

(584)

1' - 11"

(10546)

34' - 7 1/4"

(1685)

5' - 6 1/4"

200.00

LIBRARY

PWD.

ELEV.

DINING AREA

LIVING AREA

OPEN TO BELOW

(2
4
3

8
)

8
' -

 0
"

(1479)

4' - 10"

(5732)

18' - 9 1/2"

(2785)

9' - 1 1/2"

(1
5
2

4
)

5
' -

 0
"

(5
9
4

5
)

1
9

' -
 6

"

(1524)

5' - 0"

(1
5
2

4
)

5
' -

 0
"

(1644)

5' - 4 1/2"

(2577)

8' - 5 1/2"

(2134)

7' - 0"

(3420)

11' - 2 1/2"

(1219)

4' - 0"

(1
5
2
4
)

5
' 
- 

0
"

(1
6
0
2
7
)

5
2
' 
- 

7
"

(12814)

42' - 0 1/2"

200.94

(4
0
3

0
)

1
3

' -
 2

 1
/2

"

(4056)

13' - 3 1/2"

(1
0
6

7
)

3
' -

 6
"

(2
5
9

7
)

8
' -

 6
"

1
R

 6
" 

D
N

.

1
R

 6
" 

D
N

.

199.85

199.70

(1
9
9
4
)

6
' 
- 

6
 1

/2
"

(12814)

42' - 0 1/2"

(2216)

7' - 3 1/2"

(1
0
6

7
)

3
' -

 6
"

(1
6
5

)

6
 1

/2
"

(1
2
1

9
)

4
' -

 0
"

(1
5
3

0
)

5
' -

 0
"

(1
2
1

9
)

4
' -

 0
"

(1
6
5

)

6
 1

/2
"

(5
9
4

5
)

1
9

' -
 6

"

(4250)

13' - 11 1/2"

(6296)

20' - 8"

(7
7
9
8
)

2
5
' 
- 

7
"

(8
2
8
0
)

2
7
' 
- 

2
"

(1
4
7
3
)

4
' 
- 

1
0
"

(1
6
0
7
8
)

5
2
' 
- 

9
"

(1
4
7
3
)

4
' 
- 

1
0
"

(1796)

5' - 10 3/4"

(3037)

9' - 11 1/2"

(620)

2' - 0 1/2"

(446)

1' - 5 1/2"

(2468)

8' - 1 1/4"

(4446)

14' - 7"

(870)

2' - 10 1/4"

(2413)
M.O.

7' - 11"

(1526)

5' - 0"

(1524)
M.O.

5' - 0"

(1378)

4' - 6 1/4"

(1676)
M.O.

5' - 6"

(965)

3' - 2"

(1676)
M.O.

5' - 6"

(785)

2' - 7"

(6976)

22' - 10 3/4"

(5838)

19' - 1 3/4"

(1
5
2
4
)

5
' 
- 

0
"

(8
7
1
2
)

2
8
' 
- 

7
"

(7
6
2
)

M
.O

.

2
' 
- 

6
"

(6
5
5
3
)

2
1
' 
- 

6
"

(1
9
9
4
)

6
' 
- 

6
 1

/2
"

(1
9
5
6
)

6
' 
- 

5
"

1

A4.1

1

A4.2

W
4
8
" 

H
9

6
"

W
3
2
" 

H
9

6
"

W
3
2
" 

H
9

6
"

W
3
0
" 

H
9

6
"

W32" H96"

W30" H96"

W30" H96"

EW1

(2)

0"

(4200)

13' - 9 1/2"

(457)

1' - 6"
(152)

6"

(1524)
5' - 0"

(152)
6"

(457)

1' - 6"

(5871)

19' - 3"

(279)

11"

(3302)

10' - 10"

(6976)

22' - 10 1/2"

SA

CM

SA

(5
9
4

5
)

1
9

' -
 6

"

(1211)

3' - 11 1/2"

(1626)

5' - 4"

(1219)

4' - 0"

(4221)

13' - 10"

(8031)

26' - 4"

(1
5
6

8
)

5
' -

 2
"

(6
1
3

8
)

2
0

' -
 1

 1
/2

"

(3255)

10' - 8"

(2477)

8' - 1 1/2"

(1
2
1

9
)

4
' -

 0
"

(1219)

4' - 0"

(1275)

4' - 2"

(1
2
1

9
)

4
' -

 0
"

(1
5
3

0
)

5
' -

 0
"

EV

EV

PROVIDE MIN. 42" HEIGHT 
GUARD RAIL W/ 4" MAX. 
SPACE BET. PICKETS. 
O.B.C. 9.8.8.3.

PROVIDE MIN. 42" HEIGHT 
GUARD RAIL W/ 4" MAX. 
SPACE BET. PICKETS. 
O.B.C. 9.8.8.3.

IW 2 IW 2

IW 2

IW 2

IW 2

IW 2

IW 2

EW1

EW1

EW1

EW1

CONC. PORCH

(1
0
9

1
)

3
' -

 7
"

(3
8
2

)

1
' -

 3
"

PROVIDE MIN. 42" HEIGHT 
GUARD RAIL W/ 4" MAX. 
SPACE BET. PICKETS. 
O.B.C. 9.8.8.3.

PROVIDE MIN. 42" HEIGHT 
GUARD RAIL W/ 4" MAX. 
SPACE BET. PICKETS. 
O.B.C. 9.8.8.3.

P
R

O
V

ID
E

 M
IN

. 
4
2

" 
H

E
IG

H
T

 
G

U
A

R
D

 R
A

IL
 W

/ 
4

" 
M

A
X

. 
S

P
A

C
E

 B
E

T
. 
P

IC
K

E
T

S
. 

O
.B

.C
. 

9
.8

.8
.3

.

P
R

O
V

ID
E

 M
IN

. 
3
6

" 
H

E
IG

H
T

 
G

U
A

R
D

 R
A

IL
 W

/ 
4

" 
M

A
X

. 
S

P
A

C
E

 B
E

T
. 
P

IC
K

E
T

S
. 

O
.B

.C
. 

9
.8

.8
.3

.

P
R

O
V

ID
E

 M
IN

. 
3
6

" 
H

E
IG

H
T

 
G

U
A

R
D

 R
A

IL
 W

/ 
4

" 
M

A
X

. 
S

P
A

C
E

 B
E

T
. 
P

IC
K

E
T

S
. 

O
.B

.C
. 

9
.8

.8
.3

.

HB

GN64

GN64
GN64

1
R

 6
" 

D
N

.

REAR YARD SIDEBACK

(1829)
6' - 0"

(1829)
6' - 0"

(1829)

6' - 0"

(1829)

6' - 0"

(1
9
3
0
)

6
' - 4

"

(1
8
7
5
)

6
' - 1

 3
/4

"

NOTE :

1. UNLESS NOTED OTHERWISE, ALL INTERIOR NON-LOAD 
BEARING WALLS ARE 2x4 WOOD STUD WITH GYPSUM BOARD 
ON BOTH SIDES. 

2. LOAD BEARING WALLS ARE 2x6 WOOD STUD WITH GYPSUM 
BOARD ON BOTH SIDES.

3. UNLESS NOTED OTHERWISE, ALL DOORS FROM DOOR 
HINGE TO WALL ARE OFFSET TO 75mm (3"). ALL SLIDING 
DOORS  OF THE CLOSET ARE CENTERED AT BOTH WALL 
FACES.

LEGEND

(SEE O.B.C. DIV. B SB-1) RICHMOND HILL

ROOF LOADS
-SNOW LOAD Ss............................................1.5kPa (31.3 psf)
-SNOW LOAD Sr............................................0.4kPa (8.35 psf)

-WIND LOAD 1/10...........................................0.34kPa (7.1psf)
-WIND LOAD 1/50...........................................0.44kPa (9.19psf)

(SEE O.B.C. DIV. B PART 4)

FLOOR LOADS
-LIVE LOAD L.................................................1.9kPa (40psi)
-DEAD LOAD D...............................................0.7kPa (15psi)

INSULATION & WEATHERPROOFING

(SEE O.B.C. SB-12)

TABLES 3.1.1.2.A (SI &IP) - COMPLIANCE PACKAGE A1

-CEILING W/ ATTIC........................................RSI 10.56 (R60)
-CEILING W/OUT ATTIC.................................RSI 5.46 (R31)
-BASEMENT WALLS......................................RSI 2.11+1.76(R12+R10ci)
-WALLS ABOVE GRADE................................RSI 3.87 (R22)
-EXPOSED FLOOR.........................................RSI 5.46 (R31)
-SLABS ON GRADE (UNHEATED)..................RSI 1.76 (R10)
-SLABS ON GRADE (HEATED).......................RSI 1.76 (R10)

-IN THE CASE OF BASEMENT WALL ASSEMBLIES WHERE RSI 3.52 
(R20) IS REQUIRED RSI 2.11 (R12) + 1.76 (R10) CONT. IS 
PERMITTED OR VICE VERSA

-SEE GENERAL NOTES FOR MORE SPECIFICATIONS
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Note: This drawing is the property of 
the Designer and may not be 
reproduced or used without the 
expressed consent of the Designer. 
The Contractor is responsible for 
checking and verifying all levels and 
dimensions and shall report all
discrepancies to the Designer and 
obtain clarification prior to 

1. ALL DIMENSIONS AND QUANTITIES OF MATERIALS 
ARE THE RESPONSIBILITY OF THE CONTRACTOR. AN 
ACCEPTABLE LEVEL OF FINISH MUST BE ACHIEVED 
AND APPROVED BY OWNER.

2. ALL TRADES TO VERIFY DIMENSIONS AND DATA 
HEREIN WITH EXISTING ON SITE.

3. REPORT ALL DISCOVERIES OF ERRORS, 
OMISSIONS OR DISCREPANCIES TO THE DESIGNER 
OR DESIGN ENGINEER AS APPLICABLE.

4. GENERAL CONTRACTOR TO PROVIDE ALL 
BLOCKING REQUIRED IN WALLS TO ACCOMODATE 
INSTALLATION OF MILLWORK, ARTWORK, FURNITURE, 
WASHROOM ACCESSORIES, AND EQUIPMENT.

5. MOULD RESISTANT GYPSUM BOARD IN LIEU OF 
GYPSUM BOARD INDICATED ON WALL SURFACES 
WITHIN WASHROOMS & MUDROOMS.

6. TILE BACKER BOARD TO BE USED IN LIEU OF 
GYPSUM BOARD INDICATED ON WALL TYPES TO 
EXTENT OF WALLS WHERE CERAMIC WALL TILES ARE 
INDICATED TO BE INSTALLED.

7. DO NOT SCALE DRAWINGS.

NOTES:
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FIN. GROUND FLOOR

No. Description Date

1 AS PER ZONING COMMENTS 2025-05-08

FLOOR AREA : 2190ft2
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NOTE :

1. UNLESS NOTED OTHERWISE, ALL INTERIOR NON-LOAD 
BEARING WALLS ARE 2x4 WOOD STUD WITH GYPSUM BOARD 
ON BOTH SIDES. 

2. LOAD BEARING WALLS ARE 2x6 WOOD STUD WITH GYPSUM 
BOARD ON BOTH SIDES.

3. UNLESS NOTED OTHERWISE, ALL DOORS FROM DOOR 
HINGE TO WALL ARE OFFSET TO 75mm (3"). ALL SLIDING 
DOORS  OF THE CLOSET ARE CENTERED AT BOTH WALL 
FACES.

LEGEND

(SEE O.B.C. DIV. B SB-1) RICHMOND HILL

ROOF LOADS
-SNOW LOAD Ss............................................1.5kPa (31.3 psf)
-SNOW LOAD Sr............................................0.4kPa (8.35 psf)

-WIND LOAD 1/10...........................................0.34kPa (7.1psf)
-WIND LOAD 1/50...........................................0.44kPa (9.19psf)

(SEE O.B.C. DIV. B PART 4)

FLOOR LOADS
-LIVE LOAD L.................................................1.9kPa (40psi)
-DEAD LOAD D...............................................0.7kPa (15psi)

INSULATION & WEATHERPROOFING

(SEE O.B.C. SB-12)

TABLES 3.1.1.2.A (SI &IP) - COMPLIANCE PACKAGE A1

-CEILING W/ ATTIC........................................RSI 10.56 (R60)
-CEILING W/OUT ATTIC.................................RSI 5.46 (R31)
-BASEMENT WALLS......................................RSI 2.11+1.76(R12+R10ci)
-WALLS ABOVE GRADE................................RSI 3.87 (R22)
-EXPOSED FLOOR.........................................RSI 5.46 (R31)
-SLABS ON GRADE (UNHEATED)..................RSI 1.76 (R10)
-SLABS ON GRADE (HEATED).......................RSI 1.76 (R10)

-IN THE CASE OF BASEMENT WALL ASSEMBLIES WHERE RSI 3.52 
(R20) IS REQUIRED RSI 2.11 (R12) + 1.76 (R10) CONT. IS 
PERMITTED OR VICE VERSA

-SEE GENERAL NOTES FOR MORE SPECIFICATIONS

LOAD INFORMATION :

INSULATION & WEATHERPROOFING :
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NEW/ PROPOSED WALLS/ ELEMENTS
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Note: This drawing is the property of 
the Designer and may not be 
reproduced or used without the 
expressed consent of the Designer. 
The Contractor is responsible for 
checking and verifying all levels and 
dimensions and shall report all
discrepancies to the Designer and 
obtain clarification prior to 

1. ALL DIMENSIONS AND QUANTITIES OF MATERIALS 
ARE THE RESPONSIBILITY OF THE CONTRACTOR. AN 
ACCEPTABLE LEVEL OF FINISH MUST BE ACHIEVED 
AND APPROVED BY OWNER.

2. ALL TRADES TO VERIFY DIMENSIONS AND DATA 
HEREIN WITH EXISTING ON SITE.

3. REPORT ALL DISCOVERIES OF ERRORS, 
OMISSIONS OR DISCREPANCIES TO THE DESIGNER 
OR DESIGN ENGINEER AS APPLICABLE.

4. GENERAL CONTRACTOR TO PROVIDE ALL 
BLOCKING REQUIRED IN WALLS TO ACCOMODATE 
INSTALLATION OF MILLWORK, ARTWORK, FURNITURE, 
WASHROOM ACCESSORIES, AND EQUIPMENT.

5. MOULD RESISTANT GYPSUM BOARD IN LIEU OF 
GYPSUM BOARD INDICATED ON WALL SURFACES 
WITHIN WASHROOMS & MUDROOMS.

6. TILE BACKER BOARD TO BE USED IN LIEU OF 
GYPSUM BOARD INDICATED ON WALL TYPES TO 
EXTENT OF WALLS WHERE CERAMIC WALL TILES ARE 
INDICATED TO BE INSTALLED.

7. DO NOT SCALE DRAWINGS.
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NOTE :

1. UNLESS NOTED OTHERWISE, ALL INTERIOR NON-LOAD 
BEARING WALLS ARE 2x4 WOOD STUD WITH GYPSUM BOARD 
ON BOTH SIDES. 

2. LOAD BEARING WALLS ARE 2x6 WOOD STUD WITH GYPSUM 
BOARD ON BOTH SIDES.

3. UNLESS NOTED OTHERWISE, ALL DOORS FROM DOOR 
HINGE TO WALL ARE OFFSET TO 75mm (3"). ALL SLIDING 
DOORS  OF THE CLOSET ARE CENTERED AT BOTH WALL 
FACES.

LEGEND

(SEE O.B.C. DIV. B SB-1) RICHMOND HILL

ROOF LOADS
-SNOW LOAD Ss............................................1.5kPa (31.3 psf)
-SNOW LOAD Sr............................................0.4kPa (8.35 psf)

-WIND LOAD 1/10...........................................0.34kPa (7.1psf)
-WIND LOAD 1/50...........................................0.44kPa (9.19psf)

(SEE O.B.C. DIV. B PART 4)

FLOOR LOADS
-LIVE LOAD L.................................................1.9kPa (40psi)
-DEAD LOAD D...............................................0.7kPa (15psi)

INSULATION & WEATHERPROOFING

(SEE O.B.C. SB-12)

TABLES 3.1.1.2.A (SI &IP) - COMPLIANCE PACKAGE A1

-CEILING W/ ATTIC........................................RSI 10.56 (R60)
-CEILING W/OUT ATTIC.................................RSI 5.46 (R31)
-BASEMENT WALLS......................................RSI 2.11+1.76(R12+R10ci)
-WALLS ABOVE GRADE................................RSI 3.87 (R22)
-EXPOSED FLOOR.........................................RSI 5.46 (R31)
-SLABS ON GRADE (UNHEATED)..................RSI 1.76 (R10)
-SLABS ON GRADE (HEATED).......................RSI 1.76 (R10)

-IN THE CASE OF BASEMENT WALL ASSEMBLIES WHERE RSI 3.52 
(R20) IS REQUIRED RSI 2.11 (R12) + 1.76 (R10) CONT. IS 
PERMITTED OR VICE VERSA

-SEE GENERAL NOTES FOR MORE SPECIFICATIONS

LOAD INFORMATION :

INSULATION & WEATHERPROOFING :

STRUCTURAL BEAM

SPAN DIRECTION

NEW/ PROPOSED WALLS/ ELEMENTS

EXHAUST VENT

LOAD BEARING WALLEXHAUST FAN

ROOF VENT

SPAN WIDTH

RV

EF

EV

STRUCTURAL COLUMNC
-1

100.00

CARBON MONOXIDE 
DETECTOR

SMOKE ALARM

CM

SA

FLOOR DRAINFD

HOSE BIBHB

ELEVATION HEIGHT

TALL WALL

POINT LOAD 

P.L.

R
.W

.L.

R
.W

.L
.

R
.W

.L. R
.W

.L
.

R
.W

.L
.

ROOF VENTS
ROOF VENTILATION 1:300 OF 

INSULATED CEILING AREA 
UNIFORMLY DISTRIBUTED (TYP.)

#210 ASPHALT SHINGLES #15 
BLDG. PAPER ON 1/2" EXT. 
TYPE PLYWOOD ON PRE-

ENGINEERED ROOF 
TRUSSES.

#210 ASPHALT SHINGLES #15 
BLDG. PAPER ON 1/2" EXT. 
TYPE PLYWOOD ON PRE-

ENGINEERED ROOF 
TRUSSES.

DOTTED LINES DENOTE 
WALLS BELOW

PROVIDE EAVE PROTECTION MIN. 
2'-11" UP ROOF & 11
3/4" INSIDE INNER FACE OF EXTERIOR
WALL USE MATERIALS
ACCORDING TO O.B.C. 9.26.5.2

PROVIDE EAVE PROTECTION MIN. 
2'-11" UP ROOF & 11
3/4" INSIDE INNER FACE OF EXTERIOR
WALL USE MATERIALS
ACCORDING TO O.B.C. 9.26.5.2

VALL
EY F

LA
SH

IN
G

VALLEY FLASHING
VALLEY FLASHING

ROOF VENTS
ROOF VENTILATION 1:300 OF 

INSULATED CEILING AREA 
UNIFORMLY DISTRIBUTED (TYP.)

R
O

O
F

 V
E

N
T

S
R

O
O

F
 V

E
N

T
IL

A
T

IO
N

 1
:3

0
0
 O

F
 

IN
S

U
L

A
T

E
D

 C
E

IL
IN

G
 A

R
E

A
 

U
N

IF
O

R
M

L
Y

 D
IS

T
R

IB
U

T
E

D
 (

T
Y

P
.)

R
O

O
F

 V
E

N
T

S
R

O
O

F
 V

E
N

T
IL

A
T

IO
N

 1
:3

0
0
 O

F
 

IN
S

U
L

A
T

E
D

 C
E

IL
IN

G
 A

R
E

A
 

U
N

IF
O

R
M

L
Y

 D
IS

T
R

IB
U

T
E

D
 (

T
Y

P
.)

ROOF VENTS
ROOF VENTILATION 1:300 OF 

INSULATED CEILING AREA 
UNIFORMLY DISTRIBUTED (TYP.)

PROVIDE EAVE PROTECTION MIN. 
2'-11" UP ROOF & 11 3/4" INSIDE 

INNER FACE OF EXTERIOR
WALL USE MATERIALS

ACCORDING TO O.B.C. 9.26.5.2

PROVIDE EAVE PROTECTION MIN. 
2'-11" UP ROOF & 11 3/4" INSIDE 

INNER FACE OF EXTERIOR
WALL USE MATERIALS

ACCORDING TO O.B.C. 9.26.5.2

PROVIDE EAVE PROTECTION MIN. 
2'-11" UP ROOF & 11
3/4" INSIDE INNER FACE OF EXTERIOR
WALL USE MATERIALS
ACCORDING TO O.B.C. 9.26.5.2

#
2

1
0

 A
S

P
H

A
L

T
 S

H
IN

G
L

E
S

 #
1
5

 
B

L
D

G
. 

P
A

P
E

R
 O

N
 1

/2
" 

E
X

T
. 

T
Y

P
E

 P
L

Y
W

O
O

D
 O

N
 P

R
E

-
E

N
G

IN
E

E
R

E
D

 R
O

O
F

 
T

R
U

S
S

E
S

.

#
2

1
0

 A
S

P
H

A
L

T
 S

H
IN

G
L

E
S

 #
1
5

 
B

L
D

G
. 

P
A

P
E

R
 O

N
 1

/2
" 

E
X

T
. 

T
Y

P
E

 P
L

Y
W

O
O

D
 O

N
 P

R
E

-
E

N
G

IN
E

E
R

E
D

 R
O

O
F

 
T

R
U

S
S

E
S

.

#
2

1
0

 A
S

P
H

A
L

T
 S

H
IN

G
L

E
S

 #
1
5

 
B

L
D

G
. 

P
A

P
E

R
 O

N
 1

/2
" 

E
X

T
. 

T
Y

P
E

 P
L

Y
W

O
O

D
 O

N
 P

R
E

-
E

N
G

IN
E

E
R

E
D

 R
O

O
F

 
T

R
U

S
S

E
S

.

ROOF VENTS
ROOF VENTILATION 1:300 OF 

INSULATED CEILING AREA 
UNIFORMLY DISTRIBUTED (TYP.)

ROOF VENTS
ROOF VENTILATION 1:300 OF 

INSULATED CEILING AREA 
UNIFORMLY DISTRIBUTED (TYP.)

ROOF VENTS
ROOF VENTILATION 1:300 OF 
INSULATED CEILING AREA 
UNIFORMLY DISTRIBUTED (TYP.)

HP

LP
LP

1

A4.2

3:10

3
:1

0

3:10

3:10

3:10

3
:1

0

3:10

3
:1

0

1
:1

0

1
:1

0

1:101:10

HP

SADDLE ROOF ON TRUSS
SADDLE ROOF ON TRUSS

VALL
EY F

LA
SH

IN
G

VALLEY FLASH
IN

G

VALLEY FLASHING VALLEY FLASHING

DASHED LINE DENOTED OUTLINE 
OF EXTERIOR WALL BELOW

DASHED LINE DENOTED OUTLINE 
OF EXTERIOR WALL BELOW

(457)

1' - 6"

(4
5
7

)

1
' -

 6
"

(305)

1' - 0"

(3
0
5

)

1
' -

 0
"

(305)

1' - 0"

(457)

1' - 6"

(305)

1' - 0"

(457)

1' - 6"

(3
0
5

)

1
' -

 0
"

(4
5
7

)

1
' -

 6
"

METAL FLASHING

P R O J E C T S C A L E

I S S U E  R E C O R D

R E V I S I O N  R E C O R D

Note: This drawing is the property of 
the Designer and may not be 
reproduced or used without the 
expressed consent of the Designer. 
The Contractor is responsible for 
checking and verifying all levels and 
dimensions and shall report all
discrepancies to the Designer and 
obtain clarification prior to 

1. ALL DIMENSIONS AND QUANTITIES OF MATERIALS 
ARE THE RESPONSIBILITY OF THE CONTRACTOR. AN 
ACCEPTABLE LEVEL OF FINISH MUST BE ACHIEVED 
AND APPROVED BY OWNER.

2. ALL TRADES TO VERIFY DIMENSIONS AND DATA 
HEREIN WITH EXISTING ON SITE.

3. REPORT ALL DISCOVERIES OF ERRORS, 
OMISSIONS OR DISCREPANCIES TO THE DESIGNER 
OR DESIGN ENGINEER AS APPLICABLE.

4. GENERAL CONTRACTOR TO PROVIDE ALL 
BLOCKING REQUIRED IN WALLS TO ACCOMODATE 
INSTALLATION OF MILLWORK, ARTWORK, FURNITURE, 
WASHROOM ACCESSORIES, AND EQUIPMENT.

5. MOULD RESISTANT GYPSUM BOARD IN LIEU OF 
GYPSUM BOARD INDICATED ON WALL SURFACES 
WITHIN WASHROOMS & MUDROOMS.

6. TILE BACKER BOARD TO BE USED IN LIEU OF 
GYPSUM BOARD INDICATED ON WALL TYPES TO 
EXTENT OF WALLS WHERE CERAMIC WALL TILES ARE 
INDICATED TO BE INSTALLED.

7. DO NOT SCALE DRAWINGS.
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Note: This drawing is the property of 
the Designer and may not be 
reproduced or used without the 
expressed consent of the Designer. 
The Contractor is responsible for 
checking and verifying all levels and 
dimensions and shall report all
discrepancies to the Designer and 
obtain clarification prior to 

1. ALL DIMENSIONS AND QUANTITIES OF MATERIALS 
ARE THE RESPONSIBILITY OF THE CONTRACTOR. AN 
ACCEPTABLE LEVEL OF FINISH MUST BE ACHIEVED 
AND APPROVED BY OWNER.

2. ALL TRADES TO VERIFY DIMENSIONS AND DATA 
HEREIN WITH EXISTING ON SITE.

3. REPORT ALL DISCOVERIES OF ERRORS, 
OMISSIONS OR DISCREPANCIES TO THE DESIGNER 
OR DESIGN ENGINEER AS APPLICABLE.

4. GENERAL CONTRACTOR TO PROVIDE ALL 
BLOCKING REQUIRED IN WALLS TO ACCOMODATE 
INSTALLATION OF MILLWORK, ARTWORK, FURNITURE, 
WASHROOM ACCESSORIES, AND EQUIPMENT.

5. MOULD RESISTANT GYPSUM BOARD IN LIEU OF 
GYPSUM BOARD INDICATED ON WALL SURFACES 
WITHIN WASHROOMS & MUDROOMS.

6. TILE BACKER BOARD TO BE USED IN LIEU OF 
GYPSUM BOARD INDICATED ON WALL TYPES TO 
EXTENT OF WALLS WHERE CERAMIC WALL TILES ARE 
INDICATED TO BE INSTALLED.

7. DO NOT SCALE DRAWINGS.
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24000
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RICHMOND HILLYZ CD

No. Description Date

1 AS PER ZONING COMMENTS 2025-05-08

ELEVATION OPENING RATIO CHART(MAIN DWELLING)

[OBC. 9.10.15.5] CONSTRUCTION OF E.B.F. OF HOUSES 

(a) L.D. ≥ 1.2m, CONSTRUCTION OF E.B.F.  NO REQUIRED.

(b) 1.2m > L.D. ≥ 0.6m, E.B.F.  F.R.R. ≥ 45 MIN.

(C) L.D. < 0.6m, E.B.F.  F.R.R. ≥ 45 MIN, AND CLAD WITH NONCOMBUSTIBLE MATERIAL.

E.B.F.: EXPOSING BUILDING FACE

L.D.: LIMITING DISTANCE

F.R.R.: FIRE-RESISTANCE RATING
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1. ALL DIMENSIONS AND QUANTITIES OF MATERIALS 
ARE THE RESPONSIBILITY OF THE CONTRACTOR. AN 
ACCEPTABLE LEVEL OF FINISH MUST BE ACHIEVED 
AND APPROVED BY OWNER.

2. ALL TRADES TO VERIFY DIMENSIONS AND DATA 
HEREIN WITH EXISTING ON SITE.

3. REPORT ALL DISCOVERIES OF ERRORS, 
OMISSIONS OR DISCREPANCIES TO THE DESIGNER 
OR DESIGN ENGINEER AS APPLICABLE.

4. GENERAL CONTRACTOR TO PROVIDE ALL 
BLOCKING REQUIRED IN WALLS TO ACCOMODATE 
INSTALLATION OF MILLWORK, ARTWORK, FURNITURE, 
WASHROOM ACCESSORIES, AND EQUIPMENT.

5. MOULD RESISTANT GYPSUM BOARD IN LIEU OF 
GYPSUM BOARD INDICATED ON WALL SURFACES 
WITHIN WASHROOMS & MUDROOMS.

6. TILE BACKER BOARD TO BE USED IN LIEU OF 
GYPSUM BOARD INDICATED ON WALL TYPES TO 
EXTENT OF WALLS WHERE CERAMIC WALL TILES ARE 
INDICATED TO BE INSTALLED.

7. DO NOT SCALE DRAWINGS.
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SINGLE FAMILY DWELLINGNORTH
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24000

A3.2

6 SANDERSON CRESCENT
RICHMOND HILLYZ CD

ELEVATION OPENING RATIO CHART(MAIN DWELLING)

[OBC. 9.10.15.5] CONSTRUCTION OF E.B.F. OF HOUSES 

(a) L.D. ≥ 1.2m, CONSTRUCTION OF E.B.F.  NO REQUIRED.

(b) 1.2m > L.D. ≥ 0.6m, E.B.F.  F.R.R. ≥ 45 MIN.
(C) L.D. < 0.6m, E.B.F.  F.R.R. ≥ 45 MIN, AND CLAD WITH NONCOMBUSTIBLE MATERIAL.

E.B.F.: EXPOSING BUILDING FACE

L.D.: LIMITING DISTANCE
F.R.R.: FIRE-RESISTANCE RATING

[OBC. 9.10.15.4.] MAXIMUM AREA OF GLAZED OPENINGS IN EXTERIOR WALLS OF HOUSE

WALL AREA OF E.B.F.
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No. Description Date
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ARE THE RESPONSIBILITY OF THE CONTRACTOR. AN 
ACCEPTABLE LEVEL OF FINISH MUST BE ACHIEVED 
AND APPROVED BY OWNER.
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HEREIN WITH EXISTING ON SITE.

3. REPORT ALL DISCOVERIES OF ERRORS, 
OMISSIONS OR DISCREPANCIES TO THE DESIGNER 
OR DESIGN ENGINEER AS APPLICABLE.
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BLOCKING REQUIRED IN WALLS TO ACCOMODATE 
INSTALLATION OF MILLWORK, ARTWORK, FURNITURE, 
WASHROOM ACCESSORIES, AND EQUIPMENT.
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[OBC. 9.10.15.5] CONSTRUCTION OF E.B.F. OF HOUSES 

(a) L.D. ≥ 1.2m, CONSTRUCTION OF E.B.F.  NO REQUIRED.

(b) 1.2m > L.D. ≥ 0.6m, E.B.F.  F.R.R. ≥ 45 MIN.
(C) L.D. < 0.6m, E.B.F.  F.R.R. ≥ 45 MIN, AND CLAD WITH NONCOMBUSTIBLE MATERIAL.

E.B.F.: EXPOSING BUILDING FACE

L.D.: LIMITING DISTANCE
F.R.R.: FIRE-RESISTANCE RATING
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#210 ASPHALT SHINGLES #15 
BLDG. PAPER ON 1/2" EXT. TYPE 

PLYWOOD ON PRE-ENGINEERED 
ROOF TRUSSES.

PREFIN. ALUM. GUTTER, 
R.W.L., FASCIA BOARD, 
VENTED SOFFIT (TYP.)

ROOF VENTS
ROOF VENTILATION 1:300 OF 

INSULATED CEILING AREA 
UNIFORMLY DISTRIBUTED 

(TYP.)

PROVIDE MIN. 42" HEIGHT GUARD
RAIL W/ 4" MAX. SPACE BET.

PICKETS. O.B.C. 9.8.8.3.

2

3

1

2

2

198.80

ROOF VENTS
ROOF VENTILATION 1:300 OF 

INSULATED CEILING AREA 
UNIFORMLY DISTRIBUTED 

(TYP.)

NO.

EXTERIOR FINISHES LEGEND

DESCRIPTION

1

2 BRICK VENEER

PRE-CAST CONCRETE

3 CEMENT RENDERING

P R O J E C T S C A L E

I S S U E  R E C O R D

R E V I S I O N  R E C O R D

Note: This drawing is the property of 
the Designer and may not be 
reproduced or used without the 
expressed consent of the Designer. 
The Contractor is responsible for 
checking and verifying all levels and 
dimensions and shall report all
discrepancies to the Designer and 
obtain clarification prior to 

1. ALL DIMENSIONS AND QUANTITIES OF MATERIALS 
ARE THE RESPONSIBILITY OF THE CONTRACTOR. AN 
ACCEPTABLE LEVEL OF FINISH MUST BE ACHIEVED 
AND APPROVED BY OWNER.

2. ALL TRADES TO VERIFY DIMENSIONS AND DATA 
HEREIN WITH EXISTING ON SITE.

3. REPORT ALL DISCOVERIES OF ERRORS, 
OMISSIONS OR DISCREPANCIES TO THE DESIGNER 
OR DESIGN ENGINEER AS APPLICABLE.

4. GENERAL CONTRACTOR TO PROVIDE ALL 
BLOCKING REQUIRED IN WALLS TO ACCOMODATE 
INSTALLATION OF MILLWORK, ARTWORK, FURNITURE, 
WASHROOM ACCESSORIES, AND EQUIPMENT.

5. MOULD RESISTANT GYPSUM BOARD IN LIEU OF 
GYPSUM BOARD INDICATED ON WALL SURFACES 
WITHIN WASHROOMS & MUDROOMS.

6. TILE BACKER BOARD TO BE USED IN LIEU OF 
GYPSUM BOARD INDICATED ON WALL TYPES TO 
EXTENT OF WALLS WHERE CERAMIC WALL TILES ARE 
INDICATED TO BE INSTALLED.

7. DO NOT SCALE DRAWINGS.

NOTES:

D R A W N R E V I E W E D

BEYOND

DESIGN

CONSULTING

2025-10-16 10:53:18 AM

As indicated

NEW 2-STOREY DETACHED
SINGLE FAMILY DWELLINGWEST ELEVATION

24000

A3.4

6 SANDERSON CRESCENT
RICHMOND HILLYZ CD

ELEVATION OPENING RATIO CHART(MAIN DWELLING)

[OBC. 9.10.15.5] CONSTRUCTION OF E.B.F. OF HOUSES 

(a) L.D. ≥ 1.2m, CONSTRUCTION OF E.B.F.  NO REQUIRED.

(b) 1.2m > L.D. ≥ 0.6m, E.B.F.  F.R.R. ≥ 45 MIN.
(C) L.D. < 0.6m, E.B.F.  F.R.R. ≥ 45 MIN, AND CLAD WITH NONCOMBUSTIBLE MATERIAL.

E.B.F.: EXPOSING BUILDING FACE

L.D.: LIMITING DISTANCE
F.R.R.: FIRE-RESISTANCE RATING

[OBC. 9.10.15.4.] MAXIMUM AREA OF GLAZED OPENINGS IN EXTERIOR WALLS OF HOUSE

WALL AREA OF E.B.F.
(m2)

L.D.
(m)

MAX. OPENINGS 

PERMITTED

EAST

SOUTH

WEST

NORTH

143.73

113.14

136.56

99.68

17.20

1.8

1.8

15.74

92%

8%

8%

100%

PROPOSED OPENING 

AREA (m2)

8.36

35.68

1.48

32.63

PROPOSED % 

OF OPENINGS

5.81% 

31.53%

1.01% 

32.73% 

No. Description Date

1 AS PER ZONING COMMENTS 2025-05-08



1 

 

 

 

Date: June 9th 2025 

Attention: Courtney Cullum 

RE: Request for Comments 

File No.:  

Related Files: MV-25-33  

Applicant: Feifei Wang 

Location 6 Sanderson Cres 
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COMMENTS: 

 

 
 

Alectra Utilities (formerly PowerStream) has received and reviewed the proposed Variance Application. This 

review, however, does not imply any approval of the project or plan.   

All proposed billboards, signs, and other structures associated with the project or plan must maintain minimum 
clearances to the existing overhead or underground electrical distribution system as specified by the applicable 
standards, codes and acts referenced. 
 
In the event that construction commences, and the clearance between any component of the work/structure and the 
adjacent existing overhead and underground electrical distribution system violates the Occupational Health and 
Safety Act, the customer will be responsible for 100% of the costs associated with Alectra making the work area safe. 
All construction work will be required to stop until the safe limits of approach can be established.  
 
In the event construction is completed, and the clearance between the constructed structure and the adjacent existing 
overhead and underground electrical distribution system violates the any of applicable standards, acts or codes 
referenced, the customer will be responsible for 100% of Alectra’s cost for any relocation work.  
 
References:  

 

• Ontario Electrical Safety Code,  latest edition (Clearance of Conductors from Buildings) 

• Ontario Health and Safety Act,  latest edition (Construction Protection) 

• Ontario Building Code, latest edition (Clearance to Buildings)  

• PowerStream   (Construction Standard 03-1, 03-4),  attached 

• Canadian Standards Association, latest edition (Basic Clearances) 

 

If more information is required, please contact either of the following: 

 
Stephen Cranley, C.E.T      Mitchell Penner 

Supervisor, Distribution Design, ICI & Layouts (North)   Supervisor, Distribution Design-Subdivisions 
Phone: 1-877-963-6900 ext. 31297         Phone: 416-302-6215   

E-mail: stephen.cranley@alectrautilities.com     Email: Mitchell.Penner@alectrautilities.com 

 

mailto:stephen.cranley@alectrautilities.com
mailto:Mitchell.Penner@alectrautilities.com
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